
 

 
 

 

 

SPECIFICATIONS STRING INSERTION

 

◦ Disc material: GALVANISED STEEL 

◦ Disc thickness: 1,2mm 

◦ Disc diameter: 235mm 

◦ Universal mounting hole: 25,3mm 

◦ Usable round string: Ø 6mm* 

◦ Square string usable: 5x5mm* 

◦ Weight: 398g 

◦ Supplied string: 4 RED + 4 GREEN 

◦ Fixing washers: INCLUDED 
 

*  Prohibited to use string of smaller sizes 

EDGE DESIGNED TO SAFEGUARD THE 
BARK 

 

 

MODE OF USE 

ADVANTAGES 

 

HIGH CUTTING EFFICIENCY 

 

ECOLOGICAL SOLUTION, GOODBYE HERBICIDES 
 

EASY TO ASSEMBLE AND USE 

IDEAL FOR 

 

SHREDDING AROUND PLANTS AND VEGETABLES 

 

CLEANING FOOTHPATHS, PAVEMENTS AND 
ROADSIDES 

 

LIGHT DEFORESTATION AND GARDEN 
MAINTENANCE 

 

MOWING THICK GRASS, BRAMBLES AND SMALL 
SHRUBS 

 
 

SPARE PARTS 

 

◦ Wire length: 150mm 

◦ Minimum displacement brushcutter: 28cc 
 

Ideal for precise work around plants and vegetables, 
allowing you to take advantage of the specially 
designed edge to avoid damaging the bark

Length: 5m 
BOX: 12PZ 

 

◦ Wire length: 200mm 

◦ Minimum displacement brushcutter: 40cc 

Ideal for powerful and effective grass-cutting and 
shredding thanks to its long wire length. Perfect for 
brambles, tall grass and small shrubs

PACKAGING 

BOX: 12PZ



 

Manufacturer:  
Via del Donatore, 8 – 62010 Montefano (MC) - ITALY 

Tel: +39 0733 1714788 - Mob: +39 348 9688579 - Mail: dominion.montefano@gmail.com 
  

Technical Specifications 
- Disc material: GALVANISED STEEL 
- Disc thickness: 1,2mm 
- Disc diameter: 235mm 
- Universal mounting hole: 25,3mm 
- Usable round string: Ø 6mm* 
- Square string usable: 5x5mm* 
- Weight disc: 398g 
- Supplied string: 4 RED + 4 GREEN 
- Fixing washers: INCLUDED 

Mode of use 
: inserting the 4 red nylon strings into the 

disc takes advantage of the specially designed edge to 
avoid damaging the bark during chopping. 
Mode suitable for cutting around plants, between 
vegetables, in hedges, also ideal for removing weeds 
and mosses on outdoor floors and footpaths of all 
kinds. 
- Min. displacement brushcutter: 28cc 
- Strings length: 150mm 

Technical specifications 
Spare skein of red nylon round string  
- Skein length: 5m 
- Diameter of round string: Ø 6mm 

Mode of use
: inserting the 4 green nylon strings 

into the disc utilises the centrifugal force of the 
brushcutter and attains a cutting width of approx. 43 
cm for a powerful and effective radial mowing. 
Perfect for brambles, tall grass and small shrubs. 
- Min. displacement brushcutter: 40cc 
- Strings length: 200mm 

Technical specifications 
Spare skein of green nylon round string  
- Skein length: 5m 
- Diameter of round string: Ø 6mm 

* 5x5mm square strings can be mounted. Prohibited to use strings of smaller sizes. 
* Prohibited to use round strings with a diameter of less than 6mm as indicated in the specifications. 
 

This steel tool may only be used on brushcutters. 
Please observe the following guidelines in order to use it safely and to obtain the best performance: 

1. Before starting, make sure the tool is in good condition so as not to compromise the safety of the operator. 
2. Verify that there are no live electrical cables in the vicinity of the work area (even if not visible or buried), during 

use maintain a safety distance of 20m to protect persons and property; 
3. Mount and dismount the disc when the brushcutter is switched off, using gloves to avoid injury to the operator; 
4. Use the following disc with the blade guards with which the brushcutter is equipped; 
5. Tighten the disc properly using the coupling system supplied with the brushcutter (bolt or nut), use the washers 

supplied for correct installation; 
6. Switch on the brushcutter with the disc mounted at a low RPM in order to assess any abnormalities or that the 

disc may rotate off-centre; 
7. Ensure that the accessory is compatible with your brushcutter model; 
8. If you have any doubts or problems, contact the manufacturer of the cutter or brushcutter. 
9. Store the disc away from moisture and water. 
 

It is recommended that the disc be used with all PPE required for the job such as overalls, gloves, safety 
shoes, face shield/goggles etc. (also refer to the brush cutter manual). 

 Prohibited for use in ATEX potentially explosive zones. 
 Prohibited to use with a damaged or deformed tool. 

 


